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Mix Master Garant 401 SS

Output per hour approx. 7 cbm (mixing time only),

Power requirement 40 HP and up,

Filling diameter 1200 mm

Mix Master Garant 602 SS

Output per hour approx. 10 cbm (mixing time only),

Power requirement 50 HP and up,

Filling diameter 1300 mm

Mix Master Garant 802 SS

Output per hour approx. 12 cbm (mixing time only),

Power requirement 80 HP and up,

Filling diameter 1580 mm

Mix Master Garant 1002 SS

Output per hour approx. 15 cbm (mixing time only),

Power requirement 120 HP and up,

Filling diameter 1880 mm

Art.no. Version Qty.

Mix Master Garant 401 SS 

MSSFLA040100 400-litre mixing content, 390 kg net weight Pcs.

Mix Master Garant 602 SS 

MSSFLA060200 600-litre mixing content, 540 kg net weight Pcs.

Mix Master Garant 802 SS 

MSSFLA080200 800-litre mixing content, 650 kg net weight Pcs.

Mix Master Garant 1002 SS 

MSSFLA102000 1000-litre mixing content, 820 kg net weight Pcs.

Accessories

MSSZUB401001 Hydraulic drive with hoses for mixer SS Pcs.

MSSZUB401002 5.5 kW elec. drive for Garant 401 SS Pcs.

MSSZUB602102 11 kW elec. drive for Garant 602 SS / 802 SS Pcs.

MSSZUB102002 18.5 kW elec. drive for Garant 1002 SS Pcs.

MFAZUB400004 Swivel discharge chute Pcs.

MSSZUB401006 Filling bar Pcs.

MSSZUB401007 Chassis (without licence) Pcs.

MSSZUB401008 Parking jack extendible to 1200 mm Pcs.

MSSZUB401009 Platform with ladder for climbing Pcs.

MSSZUB401010 Platform with storage space and ladder Pcs.

MFAZUB400001 Bagging device Pcs.

MFAZUB401002 Loader mounting Pcs.

»Garant« Mix Master

 » Drum made of high-quality steel, star-shaped 

reinforced bottom

 » Lower link arm mounting with 3 positions

 » Forklift mounting

 » Extra strong U-iron ring on the top of the drum

 » Discharge slide in the rear 

(especially well sealed and smooth running)

 » Heavy safety grid (made of spring steel)

 » Water supply through hollow space on the 

safety grid

 » Drive shaft with fi ne tooth meshing 70 mm

 » Mixing elements have long-lasting bearings, 

protected against dirt

 » Stirring tools made of high-tensile steel 

(adjustable from the side or below)

 » 3-blade, especially strong mixing springs 

(angle is adjustable)

 » Side wall scraper, discharge chute in the rear

 » Splash guard

 » Drive shaft with overload protection

 » Gearbox: 2-stage, translation ratio: 1:11

 » Pre-coated and 2 K-painted

Premium quality, 
special materials user 
(fi ne-grained steel)

Agitator has triple bearing

Sturdy design based on many 
years of experience building mixers

Long service life

Extra heavy safety grid 
(agitator can be sealed off )

Drive shaft with overload protection

Splash guard


